
TS-VPS
 !"#$%%$#&'!()*&+,

-.&"(&!"#$%%(/*&+,(01'2&+,"(!,3,""$14(&!"#$%%$#&'!(&!"#1*3#&'!"(5'1(#.,(6'*!#&!/('5(#.,( 7897(:$0'1(;1,""*1,(<,!"'1(&!"&+,($(+&"0,!",1=(

inside a dispenser sump, or on the top of a tank riser.  Information regarding the cabling and the connection to the Tank Sentinel 
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testing of the Vapor Pressure Sensor is found in the Vapor Recovery Monitor Operator’s Guide(>0?!(@@@AB@DIEF
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Required Tools
J( ;&0,(K'&!#(#$0,(>-,L'!(-$0,E

J( Adjustable Wrench

J( <6$%%("31,M+1&2,1(>#,16&!$%(H%'3N(3'!!,3#&'!E

J( Slip joint pliers (crimping splice connector)

Related Documents
J( 000-2058 : Vapor Recovery Monitor Operators Guide

J( 000-2150 : Tank Sentinel Installation Guide - TS-5XXX Series 

J( @@@ABCOB(P(Tank Sentinel Programming Guide - TS-5XXX Series 

J( 000-2151 : Tank Sentinel Operator’s Guide - TS-5XXX Series

Preparation
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2. If the Vapor Recovery equipment is going to be installed on an existing service station, verify that there is a run of intrinsically safe 
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Parts List and Materials Needed
Table 1 - Off Shear Valve

Item Description Supplied By Quantity

Vapor Pressure Sensor, TS-VPS  7897 1

Sensor Installation Kit, 020-1509  7897 1

Weatherproof Junction Box 8'!#1$3#'1 1

CW(#'(@FDW(1,+*3&!/(H*".&!/ 8'!#1$3#'1 1

Table 2 - Below Shear Valve

Item Description Supplied By Quantity

Vapor Pressure Sensor, TS-VPS  7897 1

Sensor Installation Kit, 020-1509  7897 1

Weatherproof Junction Box 8'!#1$3#'1 1

CW(#'(@FDW(1,+*3&!/(H*".&!/ 8'!#1$3#'1 1

CFDW(;&0&!/(-,, 8'!#1$3#'1 1

Installation Steps
Installation Steps Off the Vapor Shear Valve
CF( X'3N($!+(#$/('*#(0'M,1(#'(#.,(+&"0,!",1($!+(#.,(3'!"'%,(H,5'1,($##,60#&!/($!4(M'1N('!(#.,(+&"0,!",1F

BF( Y,5,1(#'(T&/*1,(C(5'1(1,5,1,!3,F
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5. Pull the black Vapor Pressure Sensor cable through the supplied cable grip and into the junction box. Using the supplied crimp 
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and White = - (minus).

Installation Steps Below the Vapor Shear Valve
CF( X'3N($!+(#$/('*#(0'M,1(#'(#.,(+&"0,!",1($!+(#.,(3'!"'%,(H,5'1,($##,60#&!/($!4(M'1N('!(#.,(+&"0,!",1F

BF( Y,5,1(#'(T&/*1,(C(5'1(1,5,1,!3,F

VF(  !"#$%%($(CFDS(0&0&!/(#,,(H,%'M(#.,(:$0'1(<.,$1(:$%2,F

OF(  !"#$%%($!($001'01&$#,(H*".&!/("&R,+(#'(/,#(#'(#.,("*00%&,+([S(0&0&!/(!&00%,F

DF(  5(#.,1,(&"(!'#($%1,$+4($(M$#,1#&/.#(K*!3#&'!(H'\(5'1(#.,(&!#1&!"&3$%%4("$5,(3$H%,"=(#.,!(&!"#$%%('!,($"(+,"31&H,+(,$1%&,1(&!(-''%"(Y,]*&1,+F

aF( ;*%%(#.,(H%$3N(:$0'1(;1,""*1,(<,!"'1(3$H%,(#.1'*/.(#.,("*00%&,+(3$H%,(/1&0($!+(&!#'(#.,(K*!3#&'!(H'\F(b"&!/(#.,("*00%&,+(31&60(

3'!!,3#'1"=("0%&3,(#.,(L'M(6,#,1(3$H%,(#'(#.,(^,%+(3$H%,F(-.,(3'%'1(3'+,"('!(#.,(H%$3N(:$0'1(;1,""*1,(<,!"'1($1,P(Z%$3N(_(`(>0%*"E(

and White = - (minus).
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